Taking decorative stone to new heights, Tracciato blurs the line between decoration and fine art. Hand-crafted in a small workshop in the Veneto region of Italy, each tile is carefully etched to create a dimensional relief that is accented with hand-applied gold or silver leaf. These stunning tiles will certainly be a treasured element of any home they grace.
Both pages Diva pattern Mosaic, Xilo Nickel Accent Liner, Lucca Flannel Rift 6” x 16” and Vintage Brown Marble Slab.
## Available Patterns

**Vicenza Pattern, Silver on Flannel**
- 12” x 24”

**Vicenza Pattern, Biancone Natural**
- 12” x 24”

**Silver Leaf Field**
- 12” x 12”

**Gold Leaf Field**
- 12” x 12”

---

### DECORATIVE STONE

<table>
<thead>
<tr>
<th>Type of Product</th>
<th>Durability/Application</th>
<th>Variation</th>
<th>Special Notes</th>
</tr>
</thead>
<tbody>
<tr>
<td>TRACCIATO</td>
<td>Light Duty</td>
<td>Wide Variation</td>
<td>Not for use in showers. Subject to fading if exposed to direct sunlight. Seal prior to and after grouting with water based sealer. Use only &quot;faux finishing&quot; tape on the tiles surface. Due to the composition of its surface, use only non abrasive pH balanced cleaners that do not contain ammonia or bleach.</td>
</tr>
</tbody>
</table>
KEY TO USAGE GUIDE FOR
NATURAL STONE PRODUCTS

Durability Codes
The following codes provide a general guide for the appropriate application of Walker Zanger stock stone products pictured in this catalogue. Please discuss your specific application environment with a sales representative before finalizing your selections.

Light Duty – These stones are suitable for most interior residential uses with the exception of steam showers. They are not generally recommended for commercial paving applications, but are appropriate for very light use commercial interior vertical applications.

Medium Duty – These stones are intended for use in all interior residential applications, including countertops**, patio areas* and flooring. These stones are also appropriate for many commercial applications such as light traffic*** interior flooring and exterior* and interior vertical applications.

Heavy Duty – These stones are extremely hard, making them suitable for all light and medium duty applications as well as most interior and exterior commercial applications. Recommended uses include heavy traffic*** residential and commercial flooring and other areas that require maximum durability.

Architects and Designers please note: Contact a Walker Zanger Architectural Sales Representative to ensure material suitability before making final specifications for commercial projects.

* Some Medium and Heavy Duty stones cannot be used in exterior applications in areas that experience freeze/thaw conditions. Please see specific stone in Usage Guide for this information.
** Some Medium Duty stones may be subject to scratching or etching when used as countertops. Please see note about Stone Countertops located in the left column of this page.

Variation and Uniformity Codes
Natural stones are products of nature, and no two pieces are exactly alike. These codes are intended as a general guide to how much variation in color, movement and veining can be expected in the stone products that appear in this catalogue.

A. Limited Variation – Stones in this category are relatively uniform in background color, veining and movement.

B. Moderate Variation – These stones exhibit some variation in background color, veining and movement. Blending these materials during installation is strongly recommended to ensure satisfactory results.

C. Wide Variation – Stones in this category exhibit a wide range of variation in color, veining and movement. Blending these materials during installation is required to ensure satisfactory results.

D. Antique Variation – These stones are tumbled or otherwise distressed and will exhibit exaggerated color variation, uneven or chipped edges and possible variation in size and thickness. Blending these materials during installation is required to ensure satisfactory results.

Key to Symbols
- Not recommended in areas that experience frequent wet conditions (such as showers), unless sealed as a normal maintenance procedure. If used for shower floors, must include waterproof membrane on substrate prior to tile installation.
- May contain areas of open or dry seams that can appear dull in reflective light. This is not a defect, but rather an inherent characteristic of the stone.
- Must be installed with waterfree epoxy thin-set. Do not use any setting material in which water must be used.
- May be characterized by dry seams, pits, fossils and glass veins. In polished and honed stones, these areas are often filled at the factory. In rustic or tumbled stones as well as with some tumbled limestones, these are often filled with grout during installation. Whether filled at the factory or during installation, the fill can work its way out of the voids. In these instances, it may be necessary to refill these voids as part of a normal maintenance procedure.
- May be used outside in areas that experience freeze/thaw conditions. Contact your Walker Zanger sales representative for installation guidelines.

CONTINUING CARE AND CLEANING
RECOMMENDATIONS FOR NATURAL STONE
Stone is a natural product, and care should be taken to protect it from harsh abrasive cleaners and abrasive cleaning tools. While the right product for cleaning specific stones varies, we generally recommend Miraseal products such as Mira Clean 1 for polished stones and honed marbles and Mira Soap for limestones, tumbled stones and slates. Other manufacturers also make products formulated specifically for stone care. A word of caution: Take care to avoid “over the counter” stone care sprays that contain phosphoric and glycolic acids, that could etch some polished stone surfaces. Feel free to ask a Walker Zanger sales representative to assist you in selecting the appropriate product to care for your stone tiles. As with other flooring products, stone tile floors may require occasional professional cleaning to maintain or restore their natural appearance.

SEALING RECOMMENDATIONS
FOR NATURAL STONE
Sealing is an essential step in protecting the beauty and ensuring the longevity of any Walker Zanger natural stone product. We recommend sealing all natural stone products with a penetrating sealer, such as Miraseal Porous Plus H2O or Dry Treat Stain Proof Pro. Please consult a Walker Zanger sales representative to find out which type of sealer product is appropriate for your material. In addition, we recommend sealing all porous non-polished stones (limestones, tumbled marble, etc.) prior to grouting. This prevents grout from staining or affecting the color of the stone.

As part of a normal maintenance procedure, all Walker Zanger Natural Stone products require re-sealing on a regular basis. Please consult the manufacturer of your sealer product to find out the time frame for re-sealing based on traffic patterns and use.